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The NLS Topographic database is a dataset depicting the terrain and covering the whole

of Finland. The key objects on the map are the traffic route network, buildings and

constructions, the administrative borders, geographic names, land use, waterways and

elevation data. The positional accuracy of the Topographic database corresponds to that

of scales 1:5 000  1:10 000.

The traffic road network and geographic names are updated constantly, buildings,

constructions and administrative borders annually and the other elements approximately

every 5–10 years. The Topographic database is available as a version covering the whole

of Finland or as versions that cover a particular area or have specific data content. The

Topographic database is a vector product. 

The Topographic database is not available via the service interface.

The product is a part of the open data of the National Land Survey of Finland. More

information: Acquisition of open

datahttp://www.maanmittauslaitos.fi/en/opendata/acquisition.

Purpose: 
The Topographic database is used as source material for map products. In addition, the

database is applicable to be used, for instance, in various GPSbased applications for

positioning, route search, data collection and maintenance. The Topographic database is

also used in planning of buildings and land use and in different research and monitoring

functions associated with environment.

Geographic location: 
Entire Finland

Responsible party: 
National Land Survey of Finland

Scale: 
1:10000

Spatial representation: 
Vector

Spatial representation
info: 
Full surface graph

Data content: 
All the objects of the Topographic database are available in GML format and the Road

network with addresses is available as a separate element. The other formats available of
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the Topographic database do not contain address information.

Description of the Topographic database data content according to themes and a more

accurate description of the element Road network with addresses: 

http://www.maanmittauslaitos.fi/contentstopographicdatabaseaccordingthemes

The Topographic database object model

http://www.maanmittauslaitos.fi/sites/default/files/maastotietokanta_kohdemalli_eng.xlsx

The Topographic database GML scheme (in Finnish)

http://xml.nls.fi/XML/Schema/Maastotietojarjestelma/MTK/201405/Maastotiedot.xsd

A more accurate description of the topographic objects (in Finnish)
http://www.maanmittauslaitos.fi/sites/default/files/maastotietokohteet.pdf

Maintenance: 
Updating frequency: Constantly. The traffic road network and geographic names are

updated constantly; and administrative borders annually. The annual updating

information is received from the product Municipal Division in Finland. Also building

information in some parts of the country annually The other objects are updated map

sheet after map sheet in connection with the updating process every 5–10 years. A more

detailed updating information is to be found here (in

Finnish):http://www.maanmittauslaitos.fi/sites/default/files/maastotietokannan_ajantasaisuustieto.xlsx.

The maintenance work is carried out by the National Land Survey.

Lineage:  Regarding positional accuracy, the Topographic database is the NLS’ most accurate

dataset depicting the terrain and covering the whole country. The positional accuracy of

the Topographic database corresponds to that of scales 1:5 000  1:10 000.

The Topographic database quality model describes the factors that comprise the quality

of the numerical topographic data. In addition, it describes how the different quality

factors are measured. The quality model also provides the quality requirements amongst

other things for the positional accuracy, the updating frequency, the descriptive feature

information and the coverage of topographic data. It does not include quality

requirements concerning geometry and topology.

Different objects of the Topographic database have different requirements for positional

accuracy. For most manmade objects the requirement is 3 meters. The positional

accuracy of the objects in the Topographic database is with a 95 percent probability in

accordance with the minimum requirements stated in the quality model.

The uptodate accuracy of the Topographic database depends on the object (see

Maintenance). 

The accuracy of descriptive information (feature information) varies depending on the

object. For more accurate information, see descriptions of the different themes.

Quality information

http://www.maanmittauslaitos.fi/contents-topographic-database-according-themes
http://www.maanmittauslaitos.fi/sites/default/files/maastotietokanta_kohdemalli_eng.xlsx
http://xml.nls.fi/XML/Schema/Maastotietojarjestelma/MTK/201405/Maastotiedot.xsd
http://www.maanmittauslaitos.fi/sites/default/files/maastotietokohteet.pdf
http://www.maanmittauslaitos.fi/sites/default/files/maastotietokannan_ajantasaisuustieto.xlsx
http://www.maanmittauslaitos.fi/en/digituotteet/topographic-database#
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The size of coverage means the share of such objects that are missing from the database

or that can be found in the database but not in the terrain. Different objects have

different requirements for coverage. 

The quality model (in
Finnish):http://www.maanmittauslaitos.fi/sites/default/files/Maastotietojen_laatumalli.pdf

Conformity:  COMMISSION REGULATION (EU) No 1089/2010 of 23 November 2010 implementing

Directive 2007/2/EC of the European Parliament and of the Council as regards

interoperability of spatial data sets and services, INSPIRE, INSPIRE Implementing rules

20101208, 20110928, 20110928 The information product specification has not been

published yet., INSPIRE Implementing rules 20101208, 20110928, 20110928 The

information product specification has not been published yet., INSPIRE related dataset, 

 more information on the test  false, 1, 1

Distributor:  National Land Survey of Finland, customerservice@nls.fi

Retailers (in Finnish), http://www.maanmittauslaitos.fi/aineistotpalvelut/digitaaliset

tuotteet/hankinta0

Conditions applying to
access and use: 

The product belongs to the open data of the National Land Survey. Open data

license:http://www.maanmittauslaitos.fi/en/en/nationallandsurveyopendatacc40

licence . More information: Acquisition of open

datahttp://www.maanmittauslaitos.fi/en/opendata/acquisition . The Topographic

database is available as a version covering the whole of Finland or as versions that cover a

particular area or have specific data content. The area definition is based either on map

sheets or administrative borders or on the customer’s own definition in case the order is

made separately. Road network with addresses is a separate element. The Topographic

database and the element Road network can be downloaded via the File download service

or ordered from the NLS customer service as a delivery against payment. CAUTION: Not

intended for navigational use. The Finnish Transport Agency has not checked the

information in this product, and is not responsible for its correctness or amendments

made to the product.

Limitations on access:  The copyright and the other immaterial rights on the Topographic database are owned by

the National Land Survey of Finland. The product is maintained by using data from

municipalities. The Finnish Environment Institute and the Finnish Transport Agency

have the copyright on the route information used in compiling the Topographic database.

In addition, the Finnish Environment Institute has the copyright on the depth contour

data used in the Topographic database. The data material is not confidential. Public

access to the material is not restricted by the INSPIRE Directive.

Reference system:  ETRSTM35FIN

Distribution and further information

http://www.maanmittauslaitos.fi/sites/default/files/Maastotietojen_laatumalli.pdf
mailto:customerservice@nls.fi
http://www.maanmittauslaitos.fi/aineistot-palvelut/digitaaliset-tuotteet/hankinta-0
http://www.maanmittauslaitos.fi/en/en/national-land-survey-open-data-cc-40-licence
http://www.maanmittauslaitos.fi/en/opendata/acquisition
http://www.maanmittauslaitos.fi/en/digituotteet/topographic-database#
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Distribution format:  MAAGIS/XL, shape, MIF, GML












