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Implementation of a NIC driver

1. Network interface card

The network interface card is required to net several computers. Each NIC has a unique
MAC adress. The MAC adress of each LAN controller is used for the unique identification of
a knot in the network.

2. NIC drivers in ACK

The NIC is the interface between the rollout server and the computer to roll out. This way
the rollout server can establish a connection and copy the OS files.

k. 7 s b’ First check, if your NIC

- 7z ’
[Netwark r - w) / %’ ﬁ o4 e 'Q driver is listed up in the
=™ Rallout] = Tin ST ACK database. Open the

[ Client Connections %5 3com ACK console and select

'{"ﬂ Client Management
gt Disks

'F Dirivers

g Operating Systens
45 Software

e Client Profiles

m Local Secuty Profiles

=~

I M etiwark,

&5 3Com Megahertz
-85 Accton

-85 Allied

F-E5 AMD

5;; Broadcorm
-85 Compan

the submenu network in
the drivers menu. In
the submenu network
you will find all avail-
able vendors and their

‘5{}' Crypstal

If you are looking for a cer-
tain drivername, you have
the possibility to search
specified keywords via the
right mouse button and text
find, respectively Ctr{+T.

Via right click and Find... you can also search for

decimal- or

hexadecimal

numbers of the

VendorID, DevicelD, SSVendorID or the SSDevicelD.

3. Integrating NIC drivers

In case your driver is not existent in the driver
database, you have the possibility to add a new vendor

and the corresponding driver.

Make sure that the proper NIC driver with the accor-
dant *.sys and *.ini files is available, by frisking the

ﬁ Modify...
& Delte
+ Find...
7 Text find

b
Mew, ..

driver cd or floppy.

Chrl4+r
el
Chrl+F
Chrl+T
ChrlHM

Dirw

% Activate/Deackvate
ﬁ Create update package

Cbay| P

Chrl+C

Moy
Mow32

.‘ Send Eo servers...

% Activate/Deactivate ab other servers too GhrltAl+A

a Delete from other server too

Chrl+5

MNT40
MTZ000
xP

Chrl D

and ini-files into.

Now select the submenu Network from the menu Drivers in the menu of the ACK
Console. All available manufacturers with their drivers appear. Subsequently open the
Replications Package with the blue padlock in the tool bar and release the drivers for

treatment.

drivers.

Search

Search for an existing adapter

x|

Decimal

Hexadecimal

Wendorl D Il

DevicelD I

|
|
S55endorlD I I
|

55DevicelD I

oK

For the implementation
of this driver you proceed
as follows: Click with the
right mouse but-
ton in the context menu, move to Open folder, se-
lect either Drv (Driver) to access the operating sys-
tem overview, or directly decide for the pertaining
0S. An explorer window opens in which you can cre-
ate the folder for your driver in order to copy sys-

) ‘ Madify..
& Delete
+ Find...
F: Te:xk find

ZErl

Del
CErl+F
Chrl+T
Chrlr

Cpen Folder

% ActivaterDeackivate
‘ reate update package

ChilH-;
CErlH-C

1‘ Send bo servers, ..,

u Delete From other server too

% ActivaterDeackivate at other servers too

Chrl+-ab4-;

Chrl 45

Chr{H-0

"
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3.1 Inserting a new driver manufacturer

If your driver manufacturer 'ﬁis not listed in the menu Drivers, right click on ® network
and click on New... Enter the name of the manufacturer of your driver in the follwing dia-
logue box. This way you create a further subdirectory in your driver tree Y manufac-
turer’s name.

3.2 Inserting a device driver

If the driver manufacturer % should already exist, continue here.

In order to adjust the particular device driver, right-click on the driver manufacturer *:5,
T ~| afterwards on New... and define the drivers
Driver specification specifications for the respective operating sys-

Driver specification for different aperating systems te m
.

'__w!_s__-qqs__;| NOVELL | NOVELL32 | NT4.0| NT2000 | WindowsXP

3.2.1 MS DOS

To the specifications of a DOS driver belong the
MSDOS name, the directoy name, the driver de-
scription *.dos, the GFG name *.cfg, the S-driver
name *$, as well as the driver size in bytes. You
can register the driver’s size after conclusion of
the driver mechanism. How to determine the
driver size, you will find under point 5; for this

MsDos Name |omcaw2

Diirectory smepuZ

|smcpwr2.DDS

Driver File

CFG Fils |smcpwr2.cfg

$ DriverName ISM CPwh28

Sios [14673

CrodLine I

I PCMCIA Ensbler the driver must be already completely imple-
et | mented into the ACK console.
s | Some PCMCIA cards must be activated either

over an enabler or over a command line instruc-
~ == | == || tion. You can register the command line instruc-

tion into the CmdLine. If there should be no cfg file, the protocol.ini must be renamed to

[DOS-Name].cfq.

Make sure that you enter the path s:\NET in the CmdLine and don’t forget to indicate pos-

sibly necessary further parameters.

If you should implement a PCMCIA card, activate the PCMCIA Enabler. Afterwards register

the file names in the Enabler file and the command line instruction in ConfDev, if neces-

sary. Make sure that you indicate the path a:\dos in ConfDev and do not forget to indicate

possibly necessary further parameters. The CmdLine remains then empty otherwise.

3.2.2 Novell

Novell and Novell32 require the driver specifications, the appropriate Novell name, the di-
rectoy name, the driver file *.com and/or *.lan, the GFG name and the driver size. With
Novell the driver size is of special importance due to its extent. How to determine the
driver size, you will find under point 5; for this the driver must be already completely im-
plemented into the ACK console.

3.2.3 Windows
The Windows operating systems need only need the .sys file and the superior directoy.
With Windows 2000 and XP you can register also to the operating system names. According

to the complete drivers specification the directoy % Driver name will be generated.
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3.3 Adapterspecifikations ol
Now right click on the driver name and click """ """
New... to add the ™ Adapter Specification. ==
Jo— EwT

3.3.1 General vt o e
The blue colored informations in the General bute P3P Voin [ & 7 oo
tab sheet are to be mandatorily entered. [ e
To these General informations belong the — "= = iad
adapter name, as it is shown to the ACK ssonean | '
user, the driver specification of the .sys file, B
the adapter description and the vendor.

| S | [ Cowsl |

Select between the numbers 0 to 3 under
BusType, wether you use a PCl, ISApnp, ISA or a PCMCIA adapter. Version indicates which
driver is pertinent, this number can be adjusted manually. Detect should be activated, if
the adapter can be recognized automatically by the system. Further the Vendor ID and the
Device ID have to be keyed in. This data you will most probably find as hexadecimal num-
bers, if you open the driver (preferably Windows 9x driver) in the editor.

In an INF File such an entry can look as follows:

\VEN_1039&DEV_0900&SUBSYS_09001039

[VendoriD] [DevicelD] [SSDevicelD][SSVendorID]

3.3.20S

More complicated it is, to get the de-
scription NTOptionEng for the OS tab.

Adapter specification

With network interface cards, which are

to be installed under NT4, this input is an RO oWk T 0BE

absolute must! For W2k and WinXP this e T A

entry is not necessary. This information e

you will either find in the respective vaosirers |

OEMSETUP.INF or in the TXTSETUP.OEM, e |

however the description is left to the

manufacturer, so that there is no ready-

made solution for the NTOptionEng en-

try. it | see | PR

4. Conclusion of the drivers installation
ﬁ After you have successfully implemented the Total Export DB to NI

driver, the driver resp. its changes in the data ===
., base must be written into an ini file. Click for
@4 this in the menu bar on Export to Ini files - the

files become automatically transferred. Finally L

e store the data concerning Writes detect information so that ACK can recognize the
* new applied driver. Finish the driver’s installation by clicking the closed padlock.

Export the Table to M.

@ ©2000 - 2004 Copyright by
— Aagon Consulting GmbH

A Seite 5



~_
Implementation of a NIC driver ~
Aagon

5. Determination of the driver size
5.1 MS DOS

In order to determine the driver size of a Microsoft Client (for example of a 3Com
EtherLink 10/100 PCI NIC (3C905-TX)), start the ACK console, connect with the desired
rollout server, change to the program Disks and build a new disk e.g. with Ctr{+N. Confirm
the first screen with Next, enter a name into Basic description e.g. "MSDOS", and, if you
want, as Desciption "Size fur MSDOS". Move to the screen Profile and network selection
with Next, and leave the section Configuration by as it is.

Because you intend to determine the size of the Microsoft Client, you must now in Client
activate the Microsoft Client. Select the TCP/IP protocol and leave Net settings on Use
DHCP.

Networkcard selection

Proceed to the Networkcard selection by
clicking Next, and then select an arbitrary,
already existing network interface card,
e.g. the RTL8139 from Realtek.

Now click on Next until you reach the
screen Special Settings and complete your
inputs with Finish. Now select the disk
MSDOS with your mouse, right click, and

select Rebuild or press CTRL+R, in order to |y = Uer srfersaronrmsimasizl | sl
create the disk. As soon as the disk is cre- e DL DT
ated, open ...\[Masterserver]\Servers\ Dikuoage

[Rollout ]\Var\Disks\ MSDOS\PAK in the o | vew | G|

Add network cards you want to support on this disk by doubleclick on them, or drag and drop. Mark cards
information about cards by " ick' on them

mported from spydisk of ek infi

Available networkcards:

Selected networkeards:

" @ OCTKA - Dlicom TokenRing 3137 AMBIDE_2]
=l Pure Data

" fm PDIS025 - Pure Data PDI 302532 4/15 MB
- RealTek
‘o [ RTLB023A - Realek R
calick A

[ SMC1211 - SMCEZ Card 104100 [SME121J
L fm SMC432 - SMCS432T% EtherPower I 10/
() SpsKonnect

[=l- RealTek
L RTL139 - Realtek RTLE139(4/8/C/8130) PCI Fa

explorer. Right click on the file asi.pak and select Properties. Note the filesize displayed in
bytes! In this case these are 549,541 bytes.

2(xi| Now return to the ACK Console and the Disks program.
Algemein | Sicherheiseinstelungen | Datio | Select the disk MSDOS with your mouse, right click on
P it and select Modify or CTRL+M, in order edit the disk.
Click Next until you reach the screen Networkcard se-

Datiyp:  PAKDatei lection. Add the 3Com EtherLink 10/100 PCI NIC
Bfnenmi  Urbekannie Anmendung (3C905-TX) to the already existing RTL8139 by double
findem.. clicking on it and click Next until you have reached the

o DA Aol o || SCTEEN Special Settings. Complete your inputs by click-

ing Finish.

Now select the disk MSDOS with your mouse, right
click and select Rebuild or press CTRL+R, in order to
create the disk. As soon as the disk is created, open in
the explorer again the directory ...\[Masterserver]\
Servers\[Rollout]\Var\Disks\MSDOS\PAK and look for
the properties of the file asi.pak. The size is now
562,088 bytes.

Grafe:

536 KB [549.541 Bytes)

Grafe auf D atentrager: 537 KB [549.888 Bytes)

Erstellt: Heute, 14, Oktober 2003, 11:35:23

Gedndert am:  Heute, 14. Oktober 2003, 11:35:30

Letzter Zugiff:  Heute, 14. Oktober 2003, 11:35:30

Dateiattibute: [~ Schreibgeschiitzt [ Versteckt  Enweitert...

ok I Abbrechenl Ubamehmenl

The difference between 562,088 and 549,541 amounts to 12547 bytes. Now enter this
value into the Size field of the Driver specifications in the Drivers menu.
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5.2 Novell

Start the ACK Console, connect to the desired rollout server, enter the program Disks, and
create a new disk, e.g. with Ctr{+N. Confirm the first screen with Next, type a name into
the Basic description field, e.g. “NOVDOS”, and, if you wish, as Description “Size for
NOVELLDOS”. Move to the screen Profile and network selection by clicking Next, and leave
the section Configuration as it is. Because you intend to determine the size for the Novell
Client, you must activate the Novell Client under Client and under Novell ODI. If you want

to determine the size for the Novell ]
Client32, you here have of course 0 | P liooin, e m sobecis sttt
select Novell32. Leave the Net set- sccording o jou nelwork '
tings on DHCP.
Click Next to move to the Network card cowgusionts ~ert Hovet
selection screen and select an arbi- | © seeipeiasone R e
trary, already existing network inter- | ¢ reveussseaedpe
face card, e.g. the RTL8139 from Real- | ¢ rescketeapoie ~Protoco et saing
Tek. Now click Next until you have | cawpebwns: wissorsmeconn | = @ v e
reached the Special Settings screen and
complete your inputs with Finish. Now
select the disk NOVDOS with vyour
mouse, right click and select Rebuild or
press Ctrl+R, in order to create the o | vet | Lo |
disk.
z2ixl| As soon as the disk is created, open the explorer and
Allgemein | sicherheitseinstellungen | Dateiin | there the directory ...\[Masterserver]\Servers\[Roll-
e out]\Var\Disks\NOVDOS\PAK. Right click the asi.pak
file and select Properties. Note the size that is
Dateityp: PEK Datei 386,773 bytes.
Bfinenmit  Unbekannte Anwendung Now return to the ACK Console and the Disks pro-
e | || SFAM. Select the disk NOVDOS, right click and select
_ Modify or press Ctrl+M, in order to edit the disk.
Ort: DAACKMACK M aster\Servers\Rollout] YW arkDisks\N . .
i 7 K5 098 773y Click Next until you have reached the screen Net-

) i workcard selection. Double click on 3Com EtherLink
Grobe auf Datentrager: 378 KB [387.072 Butes)

10/100 PCl NIC [rrereyerr— 21
Erstellt: Heute, 14. Oktober 2003, 12:03:15 (3C905 _TX ) to add = | Sicherhaitssinstellngan | - I
Gedndert am:  Heute, 14. Oktober 2003, 12:03:21 -it to the already N
L i 03 s . [stPac
etzter Zugnift.  Heute, 14, Oktober 2003, 12:03:21 exi St.l ng RTL8 1 3 9
Dateiattribute: [~ Schreibgeschiitzt [~ Versteckt  Erwsitert... | and Cl]Ck NeXt un- D ateityp: PaK-Datei
t] l yO u are 1in th e Qifren mit; Unbekannte Anwendung
Special  Settings i |
()8 I Abbrechen | [bermehmer | p g Andern.

screen. Com p lete Ort: D:AACKAACKM astertServersh R ollout] W arkDiskshM
your inputs by clicking Finish. ' '
Now select the disk NOVDOS, right click and select Re-
build or press Ctrl+R, in order to create the disk. As
soon as the disk is created, open the explorer again and Erselt: R T A el e Tt

open the directory ...\[Masterserver]\Servers\[Rollout]\ fieandertam: Heute, 14, fkioher 2003, 124423
Var\Disks\NOVDOS\PAK and display the properties of the = ‘et Heue 14 Dlicker 2 124423
asi.pak file. Note the size of the asi.pak. It now Dateiatibute: [~ Schreibgeschitzt [~ Versteckt _Eweitet.. |
amounts to 429,359 bytes.

The difference amounts to 42,586 bytes. Enter this
value into the Size field of the Driver specifications in
the Drivers menu.

Grabe:

Grife auf D atentrager: 419 KB [429.568 Bytes)

()8 I Abbrechenl Ubemehmenl
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